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DIMENSION DATA ACCESSORIES
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ALL DIMENSIONS IN INCHES. WEIGHTS IN LBS. 6. FILTER
7. BRICK VENT
8. CEILING RADIATION DAMPER
9. HANGING VIBRATION ISOLATOR
10. TIME DELAY SWITCH
11. 277 VOLT TRANSFORMER
12. ROOF CURB
STANDARD CONSTRUCTION FEATURES:
Forward curved galvanized steel fan wheels — Corrosion resistant

galvanized steel fan housing — Acoustically insulated housing —
Aluminum backdraft damper with solid aluminum hinge rod mounted in GN-—220
brass bushings — Permanently lubricated motor with built—in thermal
overload protection and disconnect plug — Interchangeable panels with
removable fasteners allows the discharge to be easily changed —

Internal wiring box with disconnect receptacle.

CATALOG NUMBER DEFINITION:

—[ TSeries: 220,240,320...
TYPE: GN = Inline (includes Inlet Collar)

CATALOG FAN INFORMATION MOTOR INFORMATION

QTY MARK NUMBER ACCESSORIES
(see above) CFM SP RPM HP |VOLTS| HZ [PH| TYPE

MOTOR TYPE: ODP (OPEN DRIP—PROOF); TENV (TOTALLY ENCLOSED NON—VENTILATING).
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