%4 COOK RCG COMMON CURB

DATE: Galvanized Steel
PROJECT: Roof Curb
LOCATION:

iWood Nailer
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STANDARD CONSTRUCTION FEATURES:
18 gauge galvanized steel — 1—1/2", 3 Ibs. density
thermal and accoustical insulation — Continuously
welded corners — Wood nailer.
Options: 1) No wood nailer (deduct 1—1/2" for actual height)
2) 13=1/2" high
3) Sloped rise run
Short side or long side
4) Peaked rise run
Short side or long side
DIMENSION DATA
KSP VCR Roof .
Mark
Qty Siwe | Sive Cat. No. F v Open, |ShiP Wt.

90 |120-195| RCG—=33 x 71| 33 x 71| 37 x 75| 30 x 68| 134
100 [150-225| RCG—33 x 77 | 33 x 77| 37 x 8130 x 74| 141
120 |180-245| RCG—35 x 83| 35 x 83| 39 x 87|32 x 80| 151
150 [180—-300 | RCG—39 x 91| 39 x 91| 43 x 95| 36 x 88| 166
180 |210—330|RCG—45 x 103|45 x 10349 x 107|42 x 100| 189
200 |270—-330|RCG-51 x 11951 x 119(55 x 123|48 x 116| 217
ALL DIMENSIONS IN INCHES. WEIGHTS IN LBS.
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